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Gate Valve FIG 59(59M) Threaded Gate 
Valve 
The Threaded Brass Gate Valve is an uncomplicated shutoff device 
suitable for various applications, often used in systems where all that is 
needed is a straightforward on/off capability, and the gate provides 
reliable sealing. It is particularly suitable for carrying water, hot and cold, 
and potable, with the gate fully closed or fully open and partial opening 
for flow regulation. This practical and efficient gate valve ensures that 
water supply lines work correctly in residential, commercial, and 
industrial applications. 

 

Body  Gunmetal 

Trim Gunmetal 

Size Range DN15 – DN50 

Pressure Rating PN35(DN15-DN25), PN25(DN32-DN50) 

Max Working Pressure  
3500 kPa CWP – DN15 to DN25 

2500 kPa CWP – DN32 to DN50 

Hydrostatic Test 

Pressure 

PN35- Body: 5250 kPa Seat: 3850 kPa 

PN25- Body: 3750 kPa Seat: 2750 kPa 

Temperature Maximum Working Pressure @100 ⁰C 

Connections AS1722.2 (BSPP) 

Standards 

Dezincification Resistant  
AS 1628: Copper Alloy Valves 

AS 4020: Materials Suitable for Potable  

Water Service 

Dimensions (mm)  

Size L H D Wt (Kg) 

15 60 108 64 0.6 

20 60 113 73 0.7 

25 67 134 73 1.1 

32 76 156 92 1.5 

40 86 170 92 2.4 

50 96 212 105 3.6 

Materials of Construction 

ID Part Description Material Specification 

1 BODY GUNMETAL AS1565-C83600 

2 BONNET GUNMETAL AS1565-C83600 

3 WEDGE GUNMETAL AS1565-C83600 

4 STUFFING BOX DZR BRASS AS1567-C35330 

5 PACKING PTFE  

6 GLAND NUT DZR BRASS AS1567-C35330 

7 GLAND DZR BRASS AS1567-C35330 

8 STEM DZR BRASS AS1567-C35330 

9 HANDWHEEL ALUMINIUM  

10 HANDWHEEL NUT CS – ZINC PL.  
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